FINAL QEB0501 “Mainstream Buying Standards”

Effective for 1QFY05


	Component:  
    Mainstream Desktop 
	

	Description
This is the Air Force preferred buying standard for “mainstream use” by end-users needing to access any type of application (mainframe, client/server or web), email, and personal productivity tools.  Air Force organizations are expected to purchase in accordance with this standard configurations to reduce the overall cost of ownership across the Air Force through increased standardization of hardware and software.  This configuration provides a small desktop form factor and has minimum expandability.  This configuration should meet over 80% of Air Force user’s needs and is expected to provide sufficient performance to run mainstream software applications throughout its expected 4-year life-cycle.
	

	Requirement
Mainstream Desktop Configuration 

· CPU:  Intel®  Pentium® 4 Processor 540 w/ HT Technology 
· (3.2 GHz  1MB L2 cache, 800 MHz FSB w/ HT)
· Chipset: Intel® 915G Express Chipset
· Memory: 512 MB (dual channel mode DDR)
· Operating System: i-TRM Mainstream Microsoft Operating System
· Hard Drive: 80 GB Serial ATA (7200 RPM)
· Optical Drive:  48X/24X/48X CD-RW/DVD Combo drive

· Video: Integrated Intel® Graphics Media Accelerator (GMA) 900
· Audio: Integrated Intel® High Definition Audio  

· Network Support: 10/100/1000 NIC 

· Ports: 1 RS232D Serial, 1 Parallel, 6 USB 2.0 (2 front, 4 back) 
· Keyboard: 104-Key Enhanced keyboard with approved CAC reader 

· Mouse: 2-button MS-compatible optical scrolling mouse (PS2 or USB) 
· Power: Dual power (110-240V 50/60 Hz) capable 
· Warranty: 3 Year

· Form Factor: Small Desktop
Factory Installed Upgrades/Options 

· Monitor: 17” LCD Flat Panel 

· Monitor: 19” LCD Flat Panel
· RAM Upgrade to: 1GB (dual channel DDR)

· Network Support: 100 Base-FX Fiber NIC 



	


	Component:  
    Expandable Mini-Tower 
	

	Description
This is the Air Force buying standard for end-users needing expandability or removable hard drives for use in a classified environment (e.g. SIPRnet).  This configuration will support end-users needing to access any type of application (mainframe, client/server or web), email, and personal productivity tools.  Air Force organizations are expected to purchase in accordance with this standard configurations to reduce the overall cost of ownership across the Air Force through increased standardization of hardware and software.  This configuration provides a mini-tower form factor with drive and I/O card expandability.  This configuration should meet over 80% of Air Force user’s needs and is expected to provide sufficient performance to run mainstream software applications throughout its expected 4-year life-cycle.
	

	Requirement
Expandable Mini-Tower Configuration 

· CPU:  Intel®  Pentium® 4 Processor 540 w/ HT Technology 

· (3.2 GHz  1MB L2 cache, 800 MHz FSB w/ HT)

· Chipset: Intel® 915G Express Chipset

· Memory: 512 MB (dual channel mode DDR)

· Operating System: i-TRM Mainstream Microsoft Operating System

· Hard Drive: 80 GB Serial ATA (7200 RPM)

· Optical Drive:  48X/24X/48X CD-RW/DVD Combo drive

· Video: Integrated Intel® Graphics Media Accelerator (GMA) 900

· Audio: Integrated Intel® High Definition Audio  

· Network Support: 10/100/1000 NIC 

· Ports: 1 RS232D Serial, 1 Parallel, 6 USB 2.0 (2 front, 4 back) 

· Keyboard: 104-Key Enhanced keyboard with approved CAC reader 

· Mouse: 2-button MS-compatible optical scrolling mouse (PS2 or USB) 

· Power: Dual power (110-240V 50/60 Hz) capable 

· Warranty: 3 Year

· Form Factor: Mini-Tower

Factory Installed Upgrades/Options 

· Removable Drive Kit: Removable Hard Drive Kit (Frame & Rails) 1
· Removable Media: Zip drive (750 MB)
· Video: 128MB AGP VRAM (w/ DVI out)
· RAM Upgrade to: 1GB (dual channel DDR)

· Monitor: 17” LCD Flat Panel 

· Monitor: 19” LCD Flat Panel 

· Network Support: 100 Base-FX Fiber NIC 

· PCMCIA: PCMCIA Card Reader, 2 Type II or 1 Type III 

NOTES: 

1. Kit (without hard drive) provides frame and rails to upgrade the hard drive purchased in the base configuration to a removable hard drive



	Component:  
    Mainstream Notebook/Laptop 
	

	Description
This is the Air Force preferred buying standard for Air Force notebook (or laptop) computers.  This configuration is for “mainstream use” by end-users needing to access any type of application (mainframe, client/server or web), email, and personal productivity tools.  Air Force organizations are expected to purchase in accordance with this standard configurations to reduce the overall cost of ownership across the Air Force through increased standardization of hardware and software.  This configuration should meet over 80% of Air Force user’s notebook/laptop needs and is expected to provide sufficient performance to run mainstream software applications throughout its expected 3-year life-cycle.
	

	Requirement
Mainstream Notebook/Laptop 

· CPU:  Intel®  Pentium® M Processor 735 

· (1.7 GHz  2MB L2 cache, 400 MHz FSB, 90nm technology)

· Weight: 7lbs or less 

· Chipset: 855
· Memory: 512 MB (DDR) 
· Operating System: i-TRM Mainstream Microsoft Operating 
· Hard Drive: 40 GB (5400 RPM) 

· Removable: DVD, CD-RW Combo 

· Video: Intel Extreme DVMT
· Monitor: 14.1” XGA Active Matrix (TFT) 

· Audio: Integrated 16-bit Sound Blaster compatible 
· Network Support: 10/100 Base-T NIC
· Wireless Networking Support: 802.11g 

· Modem: 56K/v.92 
· Ports: 1 RS232D Serial, 1 Parallel, 2 USB 2.0 
· PCMCIA Slots: 2 Type II or 1 Type III slot1
· CAC Card Reader: (Not included in baseline configuration)2 
· Power: Battery and dual power (110-240V 50/60 Hz) AC power adapter 

· Warranty: 3 Year

Factory Installed Upgrades/Options 

· Hard Drive: 60GB 

· Hard Drive: 80GB
· RAM Upgrade to: 1GB (DDR) 

· Mouse: 2-button Optical MS-compatible scrolling mouse (PS2 or USB)

· Mouse: 2-button MS-compatible scrolling mouse (PS2 or USB) 

· Keyboard: 104-Key enhanced keyboard (PS2) without CAC reader

· Keyboard: 104-Key enhanced keyboard (PS2) with CAC reader 

· CAC Reader: approved PCMCIA Common Access Card (CAC) Reader
· CAC Reader: Standalone approved CAC Reader without keyboard 

· Docking Station: Docking Station with AC Adapter
· Port Replicator: Port Replicator with AC Adapter

· External Monitor: LCD 17” Monitor

· External Monitor: LCD 19” Monitor

· Carrying Case
· Spare Battery 
Notes:  

1. Vendor products that have only 1 Type II PCMCIA slot are acceptable provided the computer can simultaneously support an AF-approved wireless capability and a PKI SPO approved CAC card reader without requiring any externally attached devices.

2. CAC Reader capability should be acquired with all new notebook computers unless an existing reader is already available.  If one is not already available, select desired type of CAC card reader (standalone, 104-Key enhanced keyboard w/ CAC reader, or PCMCIA reader) from listed factory options depending upon user’s preference or notebook use



	Component:  
    Lightweight Notebook/Laptop 
	

	Description
This is the Air Force buying standard for “Lightweight” Air Force notebook (or laptop) computers.  This configuration is for use by end-users who value “mobility” over other considerations.  This is for end-users needing to access any type of application (mainframe, client/server or web), email, and personal productivity tools.  Air Force organizations are expected to purchase in accordance with this standard configurations to reduce the overall cost of ownership across the Air Force through increased standardization of hardware and software.  This configuration is expected to provide sufficient performance to run mainstream software applications throughout its expected 3-year life-cycle.
	

	Requirement
Lightweight Notebook/Laptop 

· CPU:  Intel®  Pentium® M Processor 735 

· (1.7 GHz  2MB L2 cache, 400 MHz FSB, 90nm technology)

· Weight: 4.7 lbs or less 

· Chipset: 855

· Memory: 512 MB (DDR) 
· Operating System: i-TRM Mainstream Microsoft Operating System 
· Hard Drive: 40 GB (5400 RPM) 

· Optical Drive(s): DVD, CD-RW Combo 

· Video: Intel Extreme DVMT  

· Monitor: 12.1” XGA Active Matrix (TFT) 

· Audio: Integrated 16-bit Sound Blaster compatible 

· Network Support: 10/100 Base-T NIC
· Wireless Networking Support: 802.11g 

· Modem: 56K/v.92 
· Ports: 1 RS232D Serial, 1 Parallel, 1 USB 2.0 
· PCMCIA Slots: 1 Type II

· CAC Card Reader: (Not included in baseline configuration) 1
· Power: Battery; and dual power (110-240V 50/60 Hz) AC power adapter 
· Warranty: 3 Year

Factory Installed Upgrades/Options 

· Hard Drive: 60GB 

· Hard Drive: 80GB
· RAM Upgrade to: 1GB (DDR) 

· Mouse: 2-button Optical MS-compatible scrolling mouse (PS2 or USB)

· Mouse: 2-button MS-compatible scrolling mouse (PS2 or USB)

· Keyboard: 104-Key enhanced keyboard (PS2) without CAC reader

· Keyboard: 104-Key enhanced keyboard (PS2) with approved CAC reader 

· CAC Reader: approved PCMCIA Common Access Card (CAC) Reader

· CAC Reader: standalone approved CAC Reader without keyboard 

· Port Replicator: Port Replicator with AC Adapter 

· Docking Station: Docking Station with AC Adapter

· External Monitor: LCD 17” Monitor

· External Monitor: LCD 19” Monitor

· Carrying Case
· Spare Battery

Notes:  

1. CAC Reader capability should be acquired with all new notebook computers unless an existing reader is already available.  If one is not already available, select desired type of CAC card reader (standalone, 104-Key enhanced keyboard w/ CAC reader, or PCMCIA reader) from listed factory options depending upon user’s preference or notebook use.
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